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eleqtroenergiis ganawilebis meTodi ~oqros kveTis” 
 proporciis gamoyenebiT 

giorgi maWaraSvili 
saqarTvelos teqnikuri universiteti  

 
reziume 

 
teqnikis, ekonomikis, sazogadoebis, ferweris, arqiteqturisa da sxva sferoebSi 

sistemis mdgradobasa da harmoniulobas uzrunvelyofs am sistemis elementTa Soris `oqros 
proporcia” anu maTi iseTi mdgomareoba, romelic `oqros kveTis” wess Seesabameba. es 
proporcia gulisxmobs sistemis uTanabro gayofas or nawilad, romelTa Soris 
Tanafardobaa: 1=0,618+0,382. anu `oqros kveTis” proporcia gamoviyenoT eleqtroenergiis 

ganawilebisaTvis eleqtroenergiis momxmarebelTa Soris. amisaTvis saWiroa CavataroT 
analizi 1990 wlisaTvis, rodesac saqarTvelos eleqtroenergetikaSi SedarebiT normaluri 
mdgomareoba iyo. rogorc analizidan aRmoCnda am wels eleqtroenergiis ganawileba axlos 
iyo `oqros kveTis” proporciis wesiT ganawilebis wesTan. amitom SegviZlia 

eleqtroenergiis ganawileba momavlisaTvis idealuri variantiT igive wesis gamoyenebiT. 
sakvanZo sityvebi: oqros kveTa. eleqtroenergetika. eleqtroenergiis ganawileba. 
 

1. Sesavali 
  
praqtika gviCvenebs da samecniero gamokvlevebi adasturebs, rom teqnikis, ekonomikis, 

sazogadoebis, ferweris, arqiteqturisa da sxva sferoebSi sistemis mdgradobasa da 
harmoniulobas uzrunvelyofs am sistemis elementTa Soris `oqros proporcia” anu maTi 
iseTi mdgomareoba, romelic `oqros kveTis” wess Seesabameba. es proporcia gulisxmobs 
sistemis uTanabro gayofas or nawilad, romelTa Soris Tanafardobaa: 1 = 0,618 + 0,382. 
anu  

1 = 0,62 + 0,38 (100% = 62% + 38%) anu cifrebi 1 = 2/3 + 1/3 

`oqros proporcia” (oqros kveTis proporcia”) gviCvenebs sistemis optimalur 
dayofas elementebad anu iseT gayofas, romlis drosac adgili aqvs minimalur xarjs, 
maqsimalur sistemur mdgradobas da sistemur harmonias. 

`oqros proporcia” pirvelad aRmoaCina leonardo da vinCim. man SeniSna, rom am 
proporciis dros sistemis elementebi qmnian yvelaze ufro srulyofil formebs da aRweven 
umaRles harmonias ferweris, arqiteqturis SedevrebSi, materiluri kulturis sxva 

obieqtebSi. manve uwoda am proporcias `oqros kveTi”.  
Semdeg aRmoCnda, rom `oqros kveTis proporcia” `muSaobs” bunebisa da sazogadoebis 

TiTqmic yvela sferoSi da amitom igi bunebisa da sazogadoebis obieqtur kanonzomierebas 
warmoadgens. es mosazrebebi akademikos iveri frangiSvilis naSromebSi asea daxasiaTebuli: 
`oqros proporciis" metrikis yovlisSemZle Zala dafuZnebulia universalur 
eqvivalentobaze, romelic myardeba TiTqmis yvela sferoSi. 

cnobilia, rom  `oqros proporciis" gamoxatvis algebruli forma warmoadgens 
niutonis binoms da mas Semdegi saxe aqvs:  

1 = (0,62 + 0,38)m an, saorientaciod, 1 = (2/3 + 1/3)m ,sadac m –is xarisxi 
erTeulis gayofaTa raodenobaa proporciiT 0,62 da 0,38. jamSi m gayofaTa Sedegad xdeba 1-
el naxazze naCvenebi tipis ierarqiuli struqturis Camoyalibeba     
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nax. 1 

 
`oqros proporciis” geometriuli forma warmodgenilia me-2 naxazze. 
 

 
               nax. 2 
                                                 
harmoniis yvelaze gavrcelebuli maTematikuri gansazRvra xdeba erTeuladi 

monakveTis meSveobiT, romelic or nawilad iyofa proporciiT: 1/ /(1 )x x x≈ − . wrfe aq 

iseTive SefardebaSia Tavis did monakveTTan, rogorc didi monakveTi – mciresTan. am 

proporciis dadgena gviCvenebs, ratom gvaZlevs maTematikur harmonias is SemTxveva, rodesac 
elementebi Seadgenen mTelis 0,62 da 0,38 nawilebs. mxolod ricxviTi mniSvnelobebi 0,62 da 
0,38 gvaZlevs monakveTis uwyvet dayofas `oqros proporciiT”. 

axla dinamikaSi warmovidginoT igive procesi. cifrebis Tanmimdevroba am SemTxvevaSi 
yalibdeba rekursiuli algoriTmis mixedviT: an = an - 1 + an – 2, sadac Tanmimdevrobis 
TiToeul wevrs wina oris Sejamebis gziT viRebT. am SemTxvevaSi `oqros kveTis” proporcias 

viRebT Semdegi saxiT:  

 
2. ZiriTadi nawili 

 
`oqros kveTis” proporcia gamoviyenoT eleqtroenergiis ganawilebisaTvis 

eleqtroenergiis momxmarebelTa Soris. amisaTvis saWiroa CavataroT analizi 1990 
wlisaTvis, rodesac saqarTvelos eleqtro-energetikaSi SedarebiT normaluri mdgomareoba 
iyo. am wels eleqtroenergia momxmarebelTa Soris Semdegnairad iyo ganawilebuli: (cxr. 1) 

1
lim ( / ) 0,62n na a

n − ≈
→ ∞
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cxr. 1   

moxmareba mrewveloba transporti soflis 
meurneoba 

mosaxleoba mSenebloba sxva 
momxmare-
beli 

17444 8054 1004 1461 2885 310 3692 
SeniSvna: eleqtroenergia mocemulia mln kvt.sT – Si. 

 
vinaidan eleqtroenergias hyavs ramdenime momxmarebeli, xolo `oqros proporcia” 

gulisxmobs mTelis gayofas or araTanabar nawilad, amitom saWiroa momxmarebelTa 
dajgufeba. rogorc cxrilidan Cans, eleqtroenergiis yvelaze didi momxmareblebia 
mrewveloba da mosaxleoba. Tu maT erT jgufSi gavaerTianebT, xolo meore jgufSi yvela 
danarCen momxmarebels, maSin maT Soris eleqtroenergiis ganawileba uaxlovdeba `oqros 
kveTis” proporciis wess. marTlac: pirveli jgufisaTvis (8054+2885)/17444=0,63 da meore 
jgufisaTvis (17444-8054- 2885)/17444= 0,37.  

Semdeg etapze (m=2) eleqtroenergia nawildeba pirveli jgufis momxmarebelTa e.i 
mrewvelobasa da mosaxleobas Soris. aqac miaxloebaSi gvaqvs saWiro proporcia (0,7 da 0,3). 
amave etapze meore jgufSi eleqtroenergia nawildeba calke transportsa da soflis 
meurneobaze da calke danarCen momxmarebelze. aqac SeimCneva proporcia Sesabamisad 0,38 da 
0,62. Semdeg etapze (m=3) mrewvelobaSi moxmarebuli eleqtroenergia unda ganawildes mZime 
mrewvelobasa da msubuq mrewvelobaSi, xolo mosaxleobisa ki maRalSemosavlian da 

dabalSemosavlian mosaxleobaze proporciiT, Sesabamisad 0,62 da 0,38. amave etapze 
transportsa da soflis meurneobaSi eleqtroenergia nawildeba proporciiT, Sesabamisad 0,4 
da 0,6, xolo danarCeni momxmarebeli transportsa da sxva momxmarebelze (nax.3). 
 

 
nax.3 

 

rogorc xedavT miRebuli dajgufeba da ganawileba axlosaa `oqros kveTis” 

proporciiT ganawilebis wesTan, amitom SegviZlia eleqtroenergiis ganawileba idealuri 
variantiT igive wesis gamoyenebiT (cxrili 3). 
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cxr. 3 

moxmareba mrewveloba transporti soflis 
meurneoba 

mosaxleoba mSenebloba sxva 
momxmareb. 

  0,38  0,054  0,089  0,23  0,08  0,15  
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METHOD OF DISTRIBUTION OF THE ELECTRIC POWER WITH APPLICATION  
OF A PROPORTION  “GOLD CROSSING” 

 
Macharashvili Giorgi 
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S u m m a r y   
 

The “Gold Proportion” guarantees the harmony and hardiness of Technics’, economics, societies’ 
Drawings, architecture and other spheres or such condition existing between the elements, which is 
correspondence with the rule of  “Gold Crossing”. This proportion means unequal separating in two parts 
of the system, the equality among them is: 1=0,618+0,382 or. We use The “Gold Crossing” proportion for 
distribution electrical energy among the consumers of electrical energies. For we need to conduct analysis 
to 1990, when there was normal condition in Georgian Electrical power. As it appeared in the analysis  
this year the distribution of the electrical power was close to the distribution  rule by the proportion rule of 
“Gold Crossing”. So we can  distribute the electrical power for the future with ideal version by using this 
rule. 

 
МЕТОД РАСПРЕДЕЛЕНИЯ ЭЛЕКТРОЭНЕРГИИ С ПРИМЕНЕНИЕМ  

ПРОПОРЦИИ  `ЗОЛОТОГО СЕЧЕНИЯ~ 
 

Мачарашвили Г. 
Грузинский Технический Университет 

 
Резюме 

 
В сфере техники, экономики, архитектуры, живописи и общественной сфере, 

устоичивость и гармоничность системы обеспечивает "золотая пропорция" между элементами 
системы, т.е. такое состояние, которое соответствует правилу "золотого сечения". Эта пропорция 
подразумивает разделение системы на две неравные части, соотношение между которыми 
следующее: 1=0.618+0.382. Пропорция "золотого сечения" впервые используется в данной работе 
при распределении электроэнергии между потребителями. Для этого проведен анализ 
распределения электроэнергии за 1990 год, когда в электроэнергетике была сравнительно 
нормальная ситуация. В этом году электроэнергия между потребителямии была распределена в 
соотвествий принципом "золотого сечения". В идеальном варианте можно распределить 
электроэнергию используя данное правило. 

 


